
380/415-3-50Hz
R407C -Dew Point
11°K Superheat
8°K Subcooling
35°C Ambient
@380-3-50

Cond.
Temp. Evap. Temp.

 Performance Table for H71J383DBV

-30°C -25°C -20°C -15°C -10°C -5°C 0°C 5°C 10°C
25°C Capacity 948 2236 3587 5050 6674 8508 10601 13002 15760

 Power 915 1098 1207 1262 1285 1294 1312 1358 1452
 Current 3.1 3.4 3.6 3.9 4.0 4.0 3.8 3.3 2.5
 MassFlow 18.2 42.6 67.3 93.2 121.2 152.1 186.7 225.8 270.3
 COP 1.04 2.04 2.97 4.00 5.20 6.57 8.08 9.57 10.85
 Efficiency          
           

30°C Capacity  1938 3204 4586 6133 7895 9921 12259 14958
 Power  1190 1373 1488 1556 1597 1630 1677 1759
 Current  3.2 3.4 3.7 3.9 4.1 4.0 3.8 3.3
 MassFlow  38.6 62.6 88.1 115.9 146.9 181.9 221.7 267.1
 COP  1.63 2.33 3.08 3.94 4.95 6.09 7.31 8.51
 Efficiency          
           

35°C Capacity   2859 4143 5597 7270 9211 11469 14094
 Power   1441 1627 1752 1835 1896 1956 2036
 Current   3.4 3.6 3.9 4.1 4.2 4.1 3.9
 MassFlow   58.2 82.9 110.2 141.0 176.0 216.1 262.2
 COP   1.98 2.55 3.19 3.96 4.86 5.86 6.92
 Efficiency          
           

40°C Capacity   2569 3737 5081 6647 8487 10648 13181
 Power   1412 1681 1874 2011 2111 2197 2286
 Current   3.4 3.6 3.8 4.1 4.3 4.4 4.3
 MassFlow   54.5 78.1 104.5 134.6 169.3 209.4 255.6
 COP   1.82 2.22 2.71 3.31 4.02 4.85 5.76
 Efficiency          
           

45°C Capacity   2346 3382 4598 6042 7763 9811 12233
 Power   1288 1653 1926 2128 2280 2401 2513
 Current   3.7 3.7 3.9 4.2 4.4 4.6 4.7
 MassFlow   51.8 73.8 99.0 128.1 162.1 201.8 247.9
 COP   1.82 2.05 2.39 2.84 3.41 4.09 4.87
 Efficiency          
           

50°C Capacity    3093 4164 5468 7054 8970 11267
 Power    1544 1909 2189 2403 2572 2717
 Current    4.0 4.1 4.3 4.5 4.8 5.0
 MassFlow    70.4 94.0 121.8 154.7 193.5 239.2
 COP    2.00 2.18 2.50 2.94 3.49 4.15
 Efficiency          
           

55°C Capacity     3793 4940 6373 8142 10295
 Power     1826 2195 2483 2713 2903
 Current     4.4 4.5 4.7 5.0 5.3
 MassFlow     89.8 115.9 147.4 185.1 229.8
 COP     2.08 2.25 2.57 3.00 3.55
 Efficiency          
           

60°C Capacity      4471 5735 7339 9332
 Power      2149 2524 2825 3072
 Current      4.8 4.9 5.2 5.5
 MassFlow      110.7 140.4 176.6 220.1
 COP      2.08 2.27 2.60 3.04
 Efficiency          
           

65°C Capacity      4078 5155 6578 8393
 Power      2055 2527 2911 3226
 Current      5.3 5.3 5.5 5.7
 MassFlow      106.6 134.1 168.4 210.3
 COP      1.98 2.04 2.26 2.60
 Efficiency          
           

Units: Capacity (Watt), Power(Watt), Current (Amp), Mass Flow(kg/hr), COP, Efficiency(%) 
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   Nominal performance ±5% based on 72 hr run-in


