
380/415-3-50Hz
R407C -Dew Point
11°K Superheat
8°K Subcooling
35°C Ambient
@380-3-50

Cond.
Temp. Evap. Temp.

 Performance Table for H73A423DBE

-30°C -25°C -20°C -15°C -10°C -5°C 0°C 5°C 10°C
25°C Capacity 1768 2424 3329 4531 6076 8010 10380 13232 16614

 Power 999 1140 1298 1469 1651 1839 2030 2220 2406
 Current 2.5 2.7 3.0 3.3 3.6 3.9 4.2 4.4 4.6
 MassFlow 34.3 46.9 63.3 84.3 110.7 143.4 182.9 230.1 285.8
 COP 1.77 2.13 2.57 3.08 3.68 4.36 5.11 5.96 6.91
 Efficiency          
           

30°C Capacity 1476 2137 3025 4188 5672 7523 9788 12513 15746
 Power 960 1119 1296 1488 1690 1900 2112 2324 2533
 Current 2.4 2.6 2.9 3.1 3.4 3.7 4.0 4.2 4.4
 MassFlow 29.3 42.5 59.4 80.8 107.5 140.1 179.6 226.7 282.0
 COP 1.54 1.91 2.33 2.81 3.36 3.96 4.63 5.38 6.22
 Efficiency          
           

35°C Capacity 1188 1842 2701 3813 5224 6979 9127 11714 14785
 Power 934 1113 1310 1522 1745 1976 2211 2446 2678
 Current 2.4 2.6 2.8 3.1 3.4 3.7 4.0 4.2 4.4
 MassFlow 24.5 38.0 55.1 76.5 103.0 135.5 174.5 221.0 275.7
 COP 1.27 1.66 2.06 2.51 2.99 3.53 4.13 4.79 5.52
 Efficiency          
           

40°C Capacity 927 1561 2379 3427 4752 6401 8419 10854 13752
 Power 915 1113 1331 1564 1809 2062 2319 2578 2833
 Current 2.4 2.6 2.8 3.1 3.4 3.7 4.1 4.3 4.5
 MassFlow 20.3 33.8 50.7 71.8 97.9 129.7 168.0 213.6 267.3
 COP 1.01 1.40 1.79 2.19 2.63 3.10 3.63 4.21 4.85
 Efficiency          
           

45°C Capacity  1314 2078 3051 4278 5807 7684 9955 12667
 Power  1115 1353 1608 1875 2150 2431 2713 2992
 Current  2.6 2.9 3.2 3.5 3.9 4.2 4.5 4.8
 MassFlow  30.2 46.6 67.1 92.4 123.2 160.5 204.8 257.1
 COP  1.18 1.54 1.90 2.28 2.70 3.16 3.67 4.23
 Efficiency          
           

50°C Capacity   1821 2706 3823 5220 6942 9037 11551
 Power   1370 1646 1936 2234 2538 2844 3149
 Current   2.9 3.2 3.6 4.0 4.4 4.7 5.0
 MassFlow   43.3 62.7 86.9 116.4 152.3 195.1 245.6
 COP   1.33 1.64 1.97 2.34 2.73 3.18 3.67
 Efficiency          
           

55°C Capacity    2412 3407 4659 6215 8122 10426
 Power    1673 1985 2307 2635 2966 3296
 Current    3.2 3.7 4.1 4.5 4.9 5.3
 MassFlow    59.2 81.8 109.7 143.8 184.7 233.1
 COP    1.44 1.72 2.02 2.36 2.74 3.16
 Efficiency          
           

60°C Capacity     3051 4147 5525 7231 9311
 Power     2016 2362 2715 3071 3426
 Current     3.6 4.1 4.6 5.1 5.6
 MassFlow     77.5 103.5 135.4 174.0 220.1
 COP     1.51 1.76 2.03 2.35 2.72
 Efficiency          
           

65°C Capacity     2777 3704 4890 6383 8229
 Power     2022 2392 2770 3152 3533
 Current     3.5 4.0 4.6 5.2 5.7
 MassFlow     74.5 98.1 127.6 163.6 206.9
 COP     1.37 1.55 1.77 2.03 2.33
 Efficiency          
           

Units: Capacity (Watt), Power(Watt), Current (Amp), Mass Flow(kg/hr), COP, Efficiency(%) 
H73A423DBE Revision: 3
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   Nominal performance ±5% based on 72 hr run-in


